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CHAMPION CHEMICALS NV 
G. Gilliotstraat 52 – 2620 Hemiksem – Belgium  
Tel. +32 3 870 00 00 
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ACTIVE DEFENCE
SAE 40 
This is a straight mineral oil, made of highly refined base oils.

KÄYTTÖKOHTEET
Non-detergent engine oil, also for not heavily loaded gearboxes. Lubrication by hand (oilcan). Lubrication of air 
compressors with low discharge temperatures or when an oil of DIN-VC-class is required.

OMINAISUUDET 
Total engine protection: engine protection and cleanliness.

MÄÄRITYSTASO
API SA

TYYPILLISET OMINAISUUDET
Testi Menetelmä Yksikkö Keskimääräinen tulos

Tiheys lämpötilassa 15 °C ASTM D4052 g/ml 0.891

Kinemaattinen viskositeetti lämpötilassa 40 °C ASTM D445 mm²/s 140

Kinemaattinen viskositeetti lämpötilassa 100 °C ASTM D445 mm²/s 13.7

Viskositeetti-indeksi ASTM D2270 93

Jähmepiste ASTM D6892 °C -12

Leimahduspiste (COC) ASTM D92 °C 260

Pidätämme oikeuden muuttaa tuotteidemme yleisominaisuuksia, jotta asiakkaamme voivat hyödyntää uusimpia teknisiä uudistuksiamme.
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